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CHAPTER 20.08

LINCOLN BUILDING CODE

Adoption of International Building Code, 2000 Edition.
Section 101.1 Amended; Citation of Code.

Section 101.3 Amended; Intent.
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Section 109.1 Amended; Inspections and Surveys.

Section 109.3.11 Added; Reinspections.

Section 109.7 Added; Address I dentification.

Section 110 Amended; Certificate of Occupancy.

Section 112 Amended; Board of Appeals.

Section 113 Amended; Violations and Penalties.

Section 305.2 Amended; Day Care.

Section 501.2 Amended; Premises|dentification.

Section 503.4 Added; Location on Property.

Section 506.2.3 Added; Primary Railroad Lines.

Section 508.2 Amended; Group S-2 and Group |-1 Enclosed
Parking Garage with Groups A, B, M or R above.

Section 716.4.2 Exception 3 Amended; Draftstopping in Attics, Groups
R-1and R-2.

Section 1003.3.1.4, Exception 5 Added; Floor Elevation.
Section 1003.3.1.8.2 Amended; Delayed Egress L ocks.
Section 1003.3.3.1 Exception 5 Added; Stairway Width.
Section 1003.3.3.3 Exception 5 Amended; Stair Treads and Risers.
Section 1003.3.3.11.1 Exception Added; Height.

Chapter 11 Deleted; Accessibility.

Section 1204.1 Exception Added; Lighting, General.
Chapter 13 Amended; Energy Code.

Section 1405.4 Amended; Wood Veneers.

Section 1510.3 Amended; Recovering vs. Replacement.
Section 1608.2 Amended; Ground Snow L oads.

Section 1608.3.4 Amended; Rain-on-Snow Surcharge L oad.
Section 1612 Deleted; Flood L oads.



20.08.360 Section 1615.1 Amended; General Procedur e for Deter mining Maximum
Considered Earthquake and Design Spectral Response Accelerations.

20.08.370 Section 2410 Added; Window Cleaning Anchor age Systems.

20.08.380 Chapters 27,28and 29 Deleted; Electrical, M echanical, Plumbing Systems.

20.08.390 Section 3202.5 Added; Ornamental Facing.

20.08.400 Section 3202.3.3. Deleted; Encroachments15 Feet or MoreAboveGrade.

20.08.410 Section 3303 Amended; Demalition of Buildings

20.08.420 Section 3306.2 Amended; Walkways.

20.08.430 Section 3306.4 Amended; Construction Fences.

20.08.440 Table 3306.1 Amended; Protection of Pedestrians.

20.08.450 Section 3306.7 Deleted; Covered Walkways.

20.08.460 Section 3308.1 Amended; Temporary Use of Streetsand Alleys.

20.08.470 Appendix C Adopted; Group U - Agricultural Buildings.

20.08.480 Section C101.2 Added; Special Purpose Roofs.

20.08.010 Adoption of International Building Code, 2000 Edition.

Except as hereinafter provided by specific amendment, the following publications are hereby
adopted and incorporated into Title 20 of the Lincoln Municipa Code:

@ Internationa Building Code, 2000 Edition, First Printing (including Appendix C, as
published by the Internationa Code Council, Inc.) hereinafter referred to as the Internationa Building
Code.

(b) Elevated Residentid Structures HUD-FLA-184, dated September, 1984, published by
U.S. Government Printing Office: 1976 0-222-193.

(© Flood-proofing Non-residentia Structures, F.E.M.A. Publication No. 102, dated May,
1986.

The documents described in (b) and (c) above are adopted for reference to design standards and
techniques only, as they relate to “floodproofing” of approved buildings located in the flood hazard aress
of the City of Lincoln, Nebraska, as set forth in Chapter 27.55 “Food Plain Digtrict” of the Lincoln
Municipa Code.

One printed copy of each publication described above has been filed in the office of the City Clerk
for use of and examination by the public. (Ord. 17997 81; May 13, 2002).

20.08.020 Section 101.1 Amended; Citation of Code.

Section 101.1 of the Internationa Building Code is amended to reed as follows:

101.1 Citation of code. These regulaions shal be known and cited as the “Lincoln Building
Code” and will be referred to herein as“thiscode.” (Ord. 17997 82; May 13, 2002).

20.08.030 Section 101.3 Amended; Intent.

Section 101.3 of the Internationa Building Code is amended to read as follows:

101.3 Intent. Theintent of thiscodeisto provide minimum standards to safeguard life or limb,
hedth, property, and public wefare by regulating and controlling the design, congtruction, qudity of



materias, use and occupancy, location, and maintenance of al buildings and structures within the city and
within three miles of the corporate limits of the city and outside of any other organized city or village, and
regulating certain equipment specified herein.

The intent of this code is not to create or otherwise establish or designate any particular case or
group of persons who will or should be especially protected or benefitted by thetermsof thiscode. (Ord.
17997 8§3; May 13, 2002).

20.08.040 Section 101.4 Amended; Referenced Codes.

Section 101.4 of the International Building Code is amended to read asfollows:

104.1 Referenced codes. The other codes listed in Sections 101.4.1 through 101.4.4 and
referenced el sawhereinthiscode shal be considered part of therequirementsof thiscodeto the prescribed
extent of each such reference.

104.1.1 Electrical. The provisons of the Lincoln Electric Code, Chapter 23.10 of the
Lincoln Municipa Code, shal apply to the ingdlation of eectrica systems, including dterations, repairs,
replacement, equipment, appliances, fixtures, fittings and appurtenances thereto.

104.1.2 Gas. The provisons of the Lincoln Gas Piping Systems Code, Chapter 24.05
of the Lincoln Municipa Code, shdl goply to the ingdlation of gas piping from the point of delivery, gas
gppliancesand related accessoriesas coveredin thiscode. Theserequirementsapply to gaspiping systems
extending from the point of ddivery to theinlet connections of gppliances and theinstallation and operation
of resdential and commercid gas appliances and related accessories.

104.1.3 Mechanical. The provisonsof the Lincoln Heating, Ventilating, and Cooling
Code, Chapter 25.03 of the Lincoln Municipa Code, shdl apply to theingtalation, aterations, repairs, and
replacement of mechanica systems, including equipment, appliances, fixtures, fittingsand/or appurtenances,
induding ventilating, heeting, cooling, ar-conditioning and refrigeration systems, incinerators, and other
energy-related systems.

101.4.4 Plumbing. The provisonsof the Lincoln Plumbing Code, Chapter 24.10 of theLincoln
Municipa Code, shdl gpply to theingalation, dterations, repairs, and replacement of plumbing systems,
including equipment, appliances, fixtures, fittings and appurtenances, and where connected to a water or
sawage system and all aspects of amedica gas system. (Ord. 17997 84; May 13, 2002).

20.08.050 Section 103.1 Amended; Director of Building and Safety; Duty.

Section 103.1 of the Internationa Building Code is amended to read asfollows:

103.1 Director of building and safety; duty. The Department of Building and Safety is
hereinafter designated as the building department under the jurisdiction of the Director of Building and
Safety, who is hereinafter designated as the building official. (Ord. 17997 85; May 13, 2002).

20.08.060 Section 105.1 Amended; Permits Required.

Section 105.1 of the Internationa Building Code is amended to read asfollows:

105.1 Permits required. No person, firm, or corporation shal erect, congtruct, enlarge, dter,
repair, move, improve, remove, convert, or demolish any building, structure, swimming pool, or parking
lot inthe city, or within three miles of the corporate limits of the city and outside of any other organized city
or village, or cause the same to be done, without first obtaining a building permit from the building officid.
A separate building permit is required for each building or structure. A building permit for a building or



structure may aso permit work on asvimming pool and parking lot if the plans for the swimming pool or
parking lot are gpproved by the building officia in conjunction with issuance of the building permit. (Ord.
17997 86; May 13, 2002).

20.08.070 Section 105.2 Amended; Exempted Work.

Section 105.2 of the Internationa Building Code is amended to read as follows:

105.2 Exempted work. A building permit will not be required for the following:

@ Fences not over 6 feet 4 inches high;

2 Cases, counters, or partitions not over 5 feet 9 inches high;

3 Retaining walls which are not over 4 feet in height unless supporting a surcharge or
impounding flammable liquids,

4 Painting, papering, and smilar finish work;

) Window awnings supported by an exterior wal of Group R, Divison 3, and Group M
Occupancies when projecting not more than thirty-six inchesinto a front or rear yard may project into a
sde yard twenty-four inches or two-fifths of the required sde yard (in accordance with Title 27 of the
Lincoln Municipa Code);

(6) Shingling and residing.

Unlessotherwiseexempted by thiscode, separate plumbing, €ectrical, and mechanica permitswill
be required for the above exempted items. Exemption from the permit requirements of this code shdl not
be deemed to grant authorization for any work to be done in any manner in violation of the provisions of
this code or any other laws or ordinances of thisjurisdiction. (Ord. 17997 8§7; May 13, 2002).

20.08.080 Section 106.1 Amended; Submittal Documents.

Section 106.1 of the Internationa Building Code is amended to read asfollows:

106.1 Submittal documents. Plans, specifications, legd surveys, engineering caculations,
diagrams, soil investigation reports, specia ingpection and structural observation programs and other data
shdl condtitute the submittal documents and shdl be submitted in one or more sets with each gpplication
for apermit. When such plansare not prepared by an architect or engineer, the building officia may require
the gpplicant submitting such plans or other data to demondtrate that state law does not require that the
plans be prepared by a licensed architect or engineer. The building officid may require plans,
computations, and specifications to be prepared and designed by an engineer or architect licensed by the
state to practice as such even if not required by state law. Where specid conditions exi<t, the building
offidd is authorized to require additional construction documents to be prepared by a registered design
professond.

EXCEPTION: The building officid may waive the submisson of plans, caculaions, construction

ingpections requirements and other dataiif it isfound that the nature of the work applied for issuch

that reviewing of plansis not necessary to obtain compliance with this code.
(Ord. 17997 88; May 13, 2002).

20.08.090 Section 108.3 Amended; Permit Fees.
Section 108.3 of the International Building Code is amended to read asfollows:
108.3 Permit fees. Thefeefor each permit shal be as set forth in Table 1A below:



TABLE 1A -- BUILDING PERMIT FEES
Total Valuation Fee

$0 to and including $1,000 $30.00

Each additiond $1,000 or fraction thereof in
excess of $1,000 $2.00

Reinspection fee (wrong address, work does not
pass ingpection, work not complete, etc.) $30.00

The determination of vaue or vauation under any of the provisons of this code shal be made by
the building offidd. The vaue to be used in computing the building permit and building plan review fees
shdl bethetota vaue of dl congruction work for which the permit is issued, as well as dl finish work,
painting, roofing, eectricd, plumbing, heating, air conditioning, devators, fireextinguishing sysemsand any
other permanent equipment. The building officid may determine vauation by applying the 1.C.B.O.
vauation or other recognized method of estimating building congtruction project cos.

The vaue or vauation used by the building officid in computing the building permit and plan review
feesis only an estimate and is not intended to be used as conclusive evidence of the actud vaue of dl
construction work for which the permit is issued as well as dl finish work, painting, roofing, dectricd,
plumbing, heeting, ar conditioning, €evators, fireextinguishing sysemsand any other permanent equipment
for purposes of determining whether said val ue exceeds a certain percentage of thefair market value of the
building in question.

108.3.1 Plan review fees. When aplan or other data are required to be submitted by
Section 106.1, aplanreview fee shdl be paid at the time of submitting plans and specificationsfor review.
Sad plan review fee shdl be an amount equd to 38% of the building permit fee as shown in Table 1A
above, for commercid buildings, accessory buildings and apartments.

The plan review feesin thissubsection are separate from and in addition to the permit fees specified
in Section 108.3 and shdl not be credited to the totd building permit fee if such permit isissued. There
shdl be no refund for plan review after any plan review has been completed by the Department of Building
and Safety, even if the gpplication is withdrawn.

One additiona plan review of corrections made on the origind plans after the initid plan review
ghdl be performed at no cost to the applicant; however, where plans require further corrections, are
incomplete, or are changed necessitating additiona plan review, an additiona plan review fee shdl be
charged at the rate of 10% of the totd permit fee or $50.00, whichever is greeter, for each additiona
review. Fadrack, shell and limited permit gpplications will be subject to additiona plan review fees as
specified in this section.

Commercid fastrack and limited permit reviewswill be subject to an additiona plan review feea
the rate of twenty percent of the total building permit fee or $100.00, whichever is greater.

When acommercia plan or other datais submitted in an area where aspecid permit, use permit,
or planned unit devel opment designation has been granted, agpecia permit review fee shdl be charged for
each gpplication at the rate of ten percent of the tota building permit fee or $50.00, whichever is greater.



If plans are revised or changed to the extent a complete review is required, an additiona plan
review fee shdl be charged at the full plan review rae.

108.3.2 Thermal insulation fees. A fee for each building or structure which is required
to provide and inspect thermal design and insulation in accordance with the provisons of Chapter 13 of
this code shdl be paid to the building officid. The permit fee shal be equd to ten percent of the building
permit fee sat forth esawhere herein for commercia buildings and apartments.

108.3.3 Flood plain development fees.

108.3.3.1 A fee shdl be assessed for any development permit gpplied for under Lincoln
Municipa Code Chapter 27.55 and shdl be paid at the time of gpplication therefor. The fee for each
permit shdl be asfollows:

@ For dl development involving the new congtruction of buildingsor other structures
and subgtantial improvements thereto, an amount equa to 10% of the building
permit fee as established under the Lincoln Building Code or asthe same may be
amended, with aminimum fee of $150.00.

(20  All other development permits -- $100.00.

108.3.3.2 In those cases where a development permit isrequired for a structure, but a
building permit is not required, the value of congtruction as determined by Section 108.3 of the Lincoln
Building Code shdl be used to caculate the development permit fee.

108.3.3.3 Any work requiring a development permit commenced prior to the issuance
of the permit shall result in the assessment of an investigation fee in accordance with Section 108.4 of the
Lincoln Building Code, which investigation fee shdl be in addition to the development permit fee.

108.3.3.4 The building officid may refund not more than two-thirds (2/3) of the
development permit fee when an gpplication for which such fee has been paid is withdrawn or canceled
prior to commencement of plan review.

108.3.3.5 Expiration. Permit gpplication and permits shdl expire in accordance with
Section 105. (Ord. 17997 §9; May 13, 2002).

20.08.100 Section 108.6 Amended; Fee Refunds.

Section 108.6 of the International Building Code is amended to read asfollows:

108.6 Feerefunds. There shdl be no refunds or credits given on permits which have expired.
Permit holders returning an unused permit prior to the expiration dete of the permit shdl be limited to a
maximum refund amounting to two-thirds of the total building permit and insulation fee, with the remaining
one-third to be used to pay in part the cost of processing the permit. The Building Officid may authorize
refunding of not more thantwo-thirds of the plan review fee or permit deposit paid when an application for
apermit for which such fee has been paid is withdrawn or canceled before any plan reviewing is done.

No refund shal beissued on a permit deposit or plan review fee, flood plain development fee or
any other fee collected by the department, where refund amount islessthan $30.00. Where afee has been
collected in error, the building officid may authorize a 100% refund. (Ord. 17997 §10; May 13, 2002).

20.08.110 Section 109.1 Amended; Inspections and Surveys.
Section 109.1 of the Internationa Building Code is amended to read asfollows:



R109.1 Inspectionsand surveys. All congtruction or work for which apermit isrequired shdl
be subject to inspection by the building officia and al such congtruction work shdl remain accessible and
exposed for inspection purposes until gpproved by the building officid. In addition, certain types of
congtruction shal have continuous ingpection as specified in Section 1704.

Approva asaresult of aningpection shal not be congtrued to be an gpprovd of aviolation of the
provisons of this code or of other ordinances of the city. Inspections presuming to give authority to violate
or cancel the provisions of this code or of other ordinances of the city shdl not be valid.

A survey of thelot or lots upon which additions, dterations, or repairs are being accomplished shdl
be provided by a duly licensed surveyor of the State of Nebraskabefore plansand specificationsshdl be
accepted by the building officid to verify compliance of the construction or work with building line setback
requirements of the Lincoln Municipa Code. All boundary corners of alot or lots with permanent survey
monuments shal be marked in the field by aduly licensed surveyor of the State of Nebraska

Each survey monument shal bean iron pipe of aminimum diameter of three-quartersinch or aone-
haf inch rebar and shdl have a minimum length of twenty-four inches into the ground. Said permanent
survey monument shal be maintained and readily identifiable during the entire period of the time that the
congtruction work is being accomplished for which a permit is required.

It shall be the duty of the permit gpplicant to cause thework to remain accessible and exposed for
ingpection purposes. Nether the building officid nor the city shal be ligble for expense entaled in the
removal or replacement of any materia required to alow inspection. (Ord. 17997 §11; May 13, 2002).

20.08.120 Section 109.3.11 Added; Reinspections.

Section 109.3.11 is added to the Internationa Building Code to read as follows:

109.3.11 Reinspections. A reinspectionfeemay beassessed for each ingpection or reingpection
when such portionof work for whichingpection iscalled isnot complete or when correctionscaled for are
not made.

This subsection isnot to beinterpreted as requiring reingpection feesthefirst timeajob isreected
for fallure to comply with the requirements of this code, but as controlling the practice of cdling for
ingpections before the job is ready for such ingpection or reingpection.

Reingpection fees may be assessed when the inspection record card is not posted or otherwise
avalable on the work site, the approved plans are not readily available to the inspector, for failure to
provide access on the date for which inspection is requested, or for deviating from plans requiring the
goprovd of the building officid.

I ninstances where reingpection fees have been assessed, no additiond inspection of the work will
be performed until the required fees have been paid. (Ord. 17997 §12; May 13, 2002).

20.08.130 Section 109.7 Added; AddressIdentification.

Section 109.7 is added to the Internationa Building Code to read asfollows:

R109.7 Address identification. All additions, dterations, or repairs for which a permit is
required by this code shdl be provided with a construction addressidentification Sgn. Said identification
sgn shdl be asign of meta, wood, pladtic, or other gpproved rigid materid with permanent identification
numbers and letters thereon indicating the legally assigned sireet or other type address assigned by the
building officid. Sad identification sgn shal have numbers and letters of such sze and shdll be so placed
upon the congtruction ste that said sign is readily visble and identifiable from the public Sreet. Said



identificationsign shdl be properly maintained during the entire period of timethat the construction or work
is being accomplished or maintained. (Ord. 17997 §13; May 13, 2002).

20.08.140 Section 110 Amended; Certificate of Occupancy.

Section 110 of the Internationa Building Code is amended to read asfollows:
SECTION 110 -- CERTIFICATE OF OCCUPANCY

110.1 Use or occupancy. No building or structure shall be used or occupied, and no change
intheexigting use or occupancy classification of abuilding or structure or portion thereof shall be made until
the building officid has issued a certificate of occupancy therefor, as provided in Chapter 27.77 of the
Lincoln Municipa Code.

It shall be the respongibility of apermit holder or the permit holder's agent to cadl for al required
ingpections, including thefind ingpection, of al additions, dterations, or repairs performed under abuilding
permit. Final ingpection shal be called for by the permit holder or the permit holder's agent prior to
occupancy of the building or structure or portion thereof. Inthe event any permit holder or permit holder's
agent shdl fall to cdl for find inspection as herein provided or in the event any permit holder or permit
holder's agent shal have a backlog of permits with no find ingpections completed, the building officid is
authorized to withhold further issuance of any permit under this code to said permit holder or the permit
holder's agent until fina ingpections have been completed as provided by this code.

110.2 Changein use. Changesin the character or use of a building shal not be made except
as specified in Section 3405 of this code.

110.3 Certificateissued. After the building officdd performsafind ingoection, a certificate of
occupancy shdl be issued when it is found that the building or structure complies with requirements of
issuance et forth in Chapter 27.77 of the Lincoln Municipa Code.

1104 Temporary certificate. If the building officid finds that no substantia hazard will result
from occupancy of any building or portion thereof before the same is completed, a temporary certificate
of occupancy may be issued for the use of a portion of portions of a building or structure prior to the
completion of the entire building or structure.

110.5 Posting. The certificate of occupancy shal be posted in a conspicuous place on the
premises and shdl not be removed except by the building officid.

110.6 Revocation. The building officid may, in writing, suspend or revoke a certificate of
occupancy issued under the provisions of this code whenever the certificate is issued in error, or on the
basis of incorrect information supplied, or when it is determined that the building or structure or portion
thereof isin violaion of any ordinance or regulation or any of the provisons of this code. (Ord. 17997
§14; May 13, 2002).

20.08.150 Section 112 Amended; Board of Appeals.

Section 112 of the Internationd Building Code is amended to read asfollows:

SECTION 112 -- BOARD OF APPEALS

112.1 Creation. Thereis hereby created aBuilding and Therma Insulation Code Advisory and
Appeds Board consisting of seven members and shdl hereinafter be referred to as the Building Code
Board of Appeds.

Membership on the Building Code Board of Appeals shdl consst of the following:

(@) The Building Officid (ex officio member);



2 The Building Services Manager for the City of Lincoln (ex officio member);

3 A registered professona architect who has passed the State of Nebraska's architect
examination and is a representative from business and industry;

4 A registered professiond engineer actively engaged in and isarepresentativefrom business
and indudtry;

) A generd building contractor;

(6) A resdentid building contractor;

@) A State of Nebraska registered engineer or architect.

Theregistered professiond architect, engineer, andthe contractorsshal beappointed by theMayor
withconcurrence of the City Council for staggered terms of three yearseach. Vacancieson theboard shall
befilled by gppointment for the unexpired term only. The Building Services Manager shall be apermanent
secretary of the board and shall keep arecord of al meetings.

112.2 Authority and Duties. The Building Code Board of Appedls shdl hear and decide
appedls of orders, decisions or determinations made by the building officid relative to the application and
interpretation of this code or the suitability of aternate materials and methods of ingalation. The Board
of Appedsshd| have no authority relaiveto theinterpretation of the adminigtrative provisons of thiscode.

The Board of Appedls may grant variances for dterations or repairs of an existing building or structure
after finding that: (1) Thereare practica difficultiesinvolved in carrying out the provisons of this code; (2)
The requested variance isin conformance with the intent and purpose of this code; and (3) The variance
does not substantialy lessen any fire-protection requirements or any degree of gtructurd integrity. The
board shall make recommendations to the Mayor a the Mayor's request. The board shal adopt
reasonable rules and regulations for conducting its investigations and shal render dl decisons and
recommendations in writing to the Building Officd.

112.3 Meetings. The Building Code Board of Appeds shdl meet a the cdl of the Building
Officid or upon awritten request Sgned by two or more of its members and filed with the secretary.

112.4 AppealstoBoard. Any personwhoisaggrieved by any decison of the Building Officid
relating to suitability of dternate materids, methods of congtruction, or interpretations of any provisons of
this code, and any person who seeks a variance from the grict gpplication of this code for the dteration
or repair of exiging buildingswhenever thereare practicd difficultiesinvolved in carrying out the provisons
of thiscode, may gpped such decision by filing an apped on formsfurnished by the Building Officid within
thirty daysfrom the date of such decison. Thefilling of acompleted gpped sform, dong with the payment
of the prescribed fee, shal be sufficient for the purpose of commencing an appeal proceeding hereunder:

(N} A $50.00 fee for review of adecision of the Building Officid interpreting a provison or
provisons of this code;

2 A $100.00 fee for review of adecison of the Building Officid concerning the suitability of
dternate materias or types of indalation.

112.5 Hearing Date. TheBuilding Officid shdl refer dl properly and timely filed gppedstothe
Building Code Board of Appedlsfor hearing. The secretary of said board shdl in each gpped natify the
gopdlant in writing of the date, time, and place of hearing before the board, which date shdl be no later
than thirty days from the filling of the pped. Such notice shdl be served upon the gpplicant by persond
sarvice or registered mall.

112.6 Hearing Procedure. Hearings on appea need not be conducted according to technical
rules relating to evidence and witnesses. Ord evidence shdl be taken only on oath or affirmation. Any



relevant evidence shdl be admitted if it is the type of evidence upon which responsble persons are
accustomed to rely in the conduct of serious affairs, regardless of the existence of any common law or
gatutory rule which may make improper the admission of such evidence over objection in civil actionsin
courts of competent jurisdictionin thisstate. Irrelevant and unduly repetitious evidence shal be excluded.
The appdlant, the Building Officid, and any other party to an gpped hereunder shdl have these rights,
among others:

Q) To cdl and examine witnesses on any matter relevant to the issues of the hearing;

2 To introduce documentary and physica evidence,

3 To cross-examine opposing witnesses on any matter relevant to the issues of the hearing;
and

4 To rebut the evidence againgt him or her.

112.7 Decisionof Board. TheBuilding Code Board of Appedlsshdl then, within areasonable
time after the hearing, render awrittendecision which shdl gateitsfindingsand conclusons. Decisonsof
the board may be appedled as provided by law.

112.8 Enforcement. Enforcement of any decison, notice, or order of the Building Officid issued
under this code shdl be stayed during the pendency of an apped therefrom which is properly and timely
filed, except in cases of emergency, where enforcement of the sameis necessary for the protection of life,
limb, or property. (Ord. 17997 815; May 13, 2002).

20.08.160 Section 113 Amended; Violations and Penalties.

Section 113 of the Internationa Building Code is amended to read asfollows:
SECTION 113 -- VIOLATIONS AND PENALTIES

113.1 Unlawful acts. It shal beunlawful for any person, firm, or corporation to erect, construct,
enlarge, dter, repair, move, improve, remove, convert, or demolish, use, occupy, or maintain any building
or gructure in the city or within three miles of the corporate limits of the city and outsde of any other
organized city or village, or cause the same to be done contrary to or in violation of any of the provisons
of this code.

113.2 Penalty. Any person, firm, or corporation who shdl violate any of the provisions of this
code shdl be deemed guilty of a misdemeanor and upon conviction thereof shal be fined in any sum not
to exceed $500.00, or be imprisoned in the county jail for a period not to exceed six months, or by both
such fine and imprisonment, except that each person so convicted shdl be fined in a sum of not less than
$200.00 for thefirst offense, not less than $250.00 for the second offense, and not |ess than $300.00 for
the third offense and each offense thereafter. Each day that such violation is committed or permitted to
continue shdl condtitute a separate offense and shdl be punishable as such hereunder.

113.3 Prosecution of violation; Deleted.

113.4 Violation penalties; Deleted.

(Ord. 17997 816; May 13, 2002).

20.08.170 Section 305.2 Amended; Day Care.

Section 305.2 of the Internationa Building Code is amended to read asfollows:

305.2 Day care. The use of a building or structure, or portion thereof, for educational,
supervision or persond care services for more than twelve children older than 2 1/2 years of age, shdl be
classified as a Group E occupancy. (Ord. 17997 817; May 13, 2002).



20.08.180 Section 501.2 Amended; Premises | dentification.

Section 501.2 of the Internationa Building Code is amended to read asfollows:

501.2 Premisesidentification. Premisesshal have addresses provided on buildingsas specified
under Chapter 14.24 of the Lincoln Municipa Code. (Ord. 17997 §18; May 13, 2002).

20.08.190 Section 503.4 Added; L ocation on Property.

Section 503.4 is added to the International Building Code to read asfollows:

503.4 Location on property. Buildings shal adjoin or have access to a public way or yard on
not lessthan one side. Required yards shdl be permanently maintained. For the purpose of this section,
the centerline of an adjoining public way shal be consdered an adjacent property line. Active primary
ralroad lineswhere rail cars cannot be parked for extended periods of time may aso be consdered asa
public way. (Ord. 17997 819; May 13, 2002).

20.08.200 Section 506.2.3 Added; Primary Railroad Lines.

Section 506.2.3 is added to the Internationa Building Code to read asfollows:

506.2.3 Primary railroad lines. For the purpose of this section, active primary railroad lines
where rail cars cannot be parked for extended periods of time may aso be consdered as a public way.
(Ord. 17997 820; May 13, 2002).

20.08.210 Section 508.2 Amended; Group S-2 and Group I-1 Enclosed Parking Garagewith
GroupsA, B, M or R above.

Section 508.2 of the Internationa Building Code is amended to read asfollows:

508.2 Group S-2 and Group I-1 enclosed parking garage with Groups A, B, M or R
above. A basement first story above grade plane of a building shal be considered as a separate and
digtinct building for the purpose of determining arealimitations, continuity of firewalls, limitation of number
of stories and type of condruction, when al of the following conditions are met:

1 The basement firgt story above grade planeis of Type IA congtruction and is separated
fromthe building above with ahorizontal assembly having aminimum 3-hour fireresistancerating. Openings
in the horizontal assembly having a minimum 3-hour fire-resstance rating shal be protected by shaft,
darway, ramp or escaator enclosures extending above and below such openings. The walls of such
enclosures shall have not less than a 2-hour fire-resstance rating and openings therein shall be protected
by opening protectives having aminimum 1 1/2-hour fire-protection rating.

Exception: Where thewals of such enclosures extending below the horizontd assembly
having aminimum 3-hour fire-res stance rating to the foundation are provided with afire-resstance

rating of not less than 3 hours with openings therein protected as required for walls forming a 3-

hour fire barrier, the enclosure wals extending above such floor used as the horizonta assembly

having aminimum 3-hour fire-resstance rating shal be permitted to have a 1-hour fire-resstance

rating provided:
1 The building above is not required to be of Type | congtruction; and
2. The enclosure walls do not enclose an exit stairway, a ramp or an escalator

required to have enclosure walls with not |ess than a2-hour fire-res stance rating.
2. The building above the horizontal assembly having aminimum 2-hour fire-resstancerating
contains only Groups A having an assembly room with an occupant load of lessthan 300, B, M or R and



3. The building bel ow the horizontal assembly having aminimum 3-hour fire-resstancerating
is a Group S-2 enclosed parking garage, used exclusively for the parking and storage of private motor
vehides.

Exceptions:

1 Entry lobbies, mechanica roomsand smilar usesincidentd to the operation of the
building shdl be permitted.

2. Groups A having an assembly room with an occupant load of lessthan 300, B and
M shdl be permitted in addition to those uses incidenta to the operation of the
building (including storage areas), provided that the entire structure below the
horizontal assembly having a minimum 3-hour fire-resstance rating is protected
throughout by an approved automatic sprinkler system.

4, The maximum building height in feet shal not exceed the limits set forth in Table 503 for
the least redtrictive type of construction involved. (Ord. 17997 821; May 13, 2002).

20.08.220 Section 716.4.2 Exception 3 Amended; Draftstopping in Attics, Groups R-1
and R-2.
Exception 3 to Section 716.4.2 of the Internationa Building Code is amended to read asfollows:
3. In occupanciesin Group R-2 that do not exceed four stories in height, the attic
space shal be subdivided by draftstopsinto areas not exceeding 3,000 squarefeet
(279 m).
(Ord. 17997 8§22; May 13, 2002).

20.08.230 Section 1003.3.1.4, Exception 5 Added; Floor Elevation.
Section 1003.3.1.4 of the Internationa Building Codeis amended by adding Exception 5to read
asfollows
Exception5.  Doors serving building equipment roomswhich are not normally occupied.
(Ord. 17997 823; May 13, 2002).

20.08.240 Section 1003.3.1.8.2 Amended; Delayed Egress L ocks.

Section 1003.3.1.8.2 of the International Building Code is amended to read as follows:

1003.3.1.8.2 Delayed egress locks. Approved, listed, delayed egresslocks shdl be permitted
to beingalled on doors serving any occupancy except Group A and H occupanciesin buildingswhich are
equipped throughout with an automatic sprinkler system in accordance with Section 903.3.1.1 or an
gpproved automatic smoke or heat detection system indtalled in accordance with Section 907, provided
that the doors unlock in accordance with Items 1 through 6 below. A building occupant shdl not be
required to pass through more than one door equipped with adel ayed egresslock before entering an exit.

1 The doors unlock upon actuation of the automatic sprinkler system or automatic fire
detection system.

2. The doors unlock upon loss of power controlling the lock or lock mechanism

3. The door locks shal have the capability of being unlocked by a signa from the fire
command center.

4, The initiation of an irreversble process which will release the latch in not more than 15
seconds when aforce of not more than 15 pounds (67 N) is applied for 1 second to the release device.



Initiationof theirreversible process shdl activate an audible Sgnd inthevicinity of the door. Once the door
lock has been released by the application of force to the releasing device, relocking shdl be by manua
means only.
Exception: Where gpproved, adday of not more than 30 secondsis permitted.

5. A dgn shdl be provided on the door located above and within 12 inches (305 mm) of the
release device reading: PUSH UNTIL ALARM SOUNDS. DOOR CAN BE OPENED IN 15
SECONDS.

6. Emergency lighting shdl be provided at the door. (Ord. 17997 824; May 13, 2002).

20.08.250 Section 1003.3.3.1 Exception 5 Added; Stairway Width.
Section 1003.3.3.1 of the Internationa Building Code is amended by adding an Exception 5 to
read asfollows:
Exception 5. Private stairways serving less than 10 occupants within an individua
gpartment unit (R2) may be 34 inches in width.
(Ord. 17997 825; May 13, 2002).

20.08.260 Section 1003.3.3.3 Exception 5 Amended; Stair Treadsand Risers.
Exception 5 to Section 1003.3.3.3 of the Internationa Building Code is amended to read as
follows
Exception5:  Private steps and stairways serving an occupant load of lessthan 10 and
gtairway's to unoccupied roofsmay be constructed with an eight-inch (203
mm) maximum rise and nine-inch (229 mm) minimum run.
(Ord. 17997 826; May 13, 2002).

20.08.270 Section 1003.3.3.11.1 Exception Added; Height.

Section 1003.3.3.11.1 of the Internationa Building Code is amended by adding an exception to
read asfollows:

Exception: Withinindividua dweling units of Apartment occupancies, the top of handrails and
handrail extensons may be not less then 30 inches (762 mm) nor more than 38 inches (965 mm) above
landings and the nosing of treads. (Ord. 17997 8§27; May 13, 2002).

20.08.280 Chapter 11 Deleted; Accessibility.
Chapter 11 of the Internationa Building Code and al sections thereof are hereby deleted. (Ord.
17997 828; May 13, 2002).

20.08.290 Section 1204.1 Exception Added; Lighting, General.

Section 1204.1 of the Internationa Building Code is amended by adding an Exception thereto to
reed asfollows:

Exception: Inl-1and al R Occupancies, atificid light may only be alowed in kitchensand non-
habitable rooms. (Ord. 17997 §29; May 13, 2002).



20.08.300 Chapter 13 Amended; Energy Code.
Chapter 13 of the International Building Code is amended to read asfollows:
CHAPTER 13
ENERGY CODE

SECTION 1300 — PURPOSE OF ENERGY CODE.

The purpose of this chapter isto provide minimum design requirements and criteriathat will result
inamoreefficient utilization of energy by providing therma design and insulation sandardsfor building con-
druction. Any referencesin this code to the Internationa Energy Code shdl comply with this section.
SECTION 1301 - GENERAL.

1301.1 Solar energy collectors. Collectorswhich function asbuilding componentsshdl comply
with the gpplicable provisons of the code.

Collectors located above or upon a roof and not functioning as building components shall not
reduce the required fire-resstance or fire retardancy classification of the roof-covering materias.

Exceptions:

1. Collectorsingaled on one- and two-family dwellings.

2. Noncombustible collectors located on buildings not over three stories in height or 9,000
square feet (836 n) in totd floor area.

3. Collectors that comply with the provisions of Section 2603.14.

SECTION 1302 - APPLICATION AND SCOPE.

1302.1 General. Thereguirementsof this chapter shal goply to dl new buildings and Sructures
or portions thereof which are heated and/or mechanically cooled and afford facilities or shelter for
as=mbly, business, education, ingtitutiond, and mercantile occupancies as defined in Chapter 3 of this
code. R-1, R-2, R-3, R-4, and |-1 occupancies shal comply with the energy requirements adopted in the
International Residential Code as amended by Lincoln Municipa Code Section 20.10.700.

1302.2 Alternate materials, method of construction, design or insulating system. The
provisons of thischapter are not intended to prevent the use of any material, method of congtruction, design
or insulating system not specificaly prescribed herein, provided that any such variance from these standards
has been approved by the building officid or therma insulation appeds board.

1302.3 Existing buildings, additions or alterations. The provisons of this chapter are not
intended to gpply to existing buildings until such time as additions, dterations or repairs are made.
SECTION 1303 - DEFINITIONS

For the purpose of this chapter, certain terms and words are hereby defined. Words used inthe
present tense shdl include the future, the sngular number shdl include the plurd.

APPROVED MECHANICAL ENGINEERED SYSTEM . The equipment and ductwork
ingaled for the purpose of supplying air to, or removing air from, any room or space by mechanica means
in accordance with the Lincoln Heating Code.

BASEMENT. Basement as described in Section 203 of this code.

BTU (British thermal unit). Approximately equa to the heat required to raise the temperature
of one pound of water from fifty-nine degrees Fahrenheit to sixty degrees Fahrenheit.

BTUH. Hest flow in BTU per hour.



CONDITIONED SPACE. Interior gpace whichisconditioned within the human comfort range
by an energy-using system. A basement, crawl space, or garage is considered a conditioned space when
it is provided with a postive heat supply to maintain a minimum temperature of fifty degrees.

CRAWL SPACE. Accesshle underfloor area less than full story height and below a levd of
occupancy.

GLAZING. Glassor glass-like (plastic) materid, which is transparent or tranducent, a pane or
sheet, which isingalled in prepared openings such as doors, windows and enclosures.

EFFECTIVE SOUTH GLAZING. Glazing facing within fifteen degrees of true south, shaded
by a permanent exterior shading device on July 21st and unshaded on December 214t.

HEATED SLAB. A floor containing heated pipes, ducts or dectrica heating elements for
complete or partiad hesting of the building.

INSULATION. A materid ingtdled specificaly for therma resstance.

P.S.F. Pounds per square foot.

RESISTANCE (thermal). A measure of the ability to retard heat flow, measured in Fahrenheit
degrees per BTU/(hour) (squarefoot). Risanumerica reciprocd of U, thusR =1/U. Thermd resstance
values, based on mean temperature difference of seventy-five degrees Fahrenheit, shdl be obtained from
the most recent ASHRAE handbook of fundamentas or from manufacturer's data as determined by a
recognized independent testing laboratory.

U-VALUE (co-efficient of heat transmission). Hest flow ratein BTUH through one foot of
building assembly for a one degree Fahrenheit air-to-air temperature difference as determined by
procedures set forth in the 1993 edition, ASHRAE handbook of fundamentals.

UNCONDITIONED SPACE. A spacewhichisnot conditioned within the human comfort range
by an energy-using system. A basement, crawl space, or garage is consdered unheated space unless it
is provided with a positive heat supply to maintain aminimum temperature of fifty degrees.

UNHEATED SLAB. Anunheatedfloor, relying for warmth from heat delivered abovefloor level
by the heating system.

VAPOR BARRIER. A materid with high resstance to the passage of water vapor applied to
surfaces to prevent vgpor travel and shdl be a minimum actua thickness of 3 mil.

SECTION 1304 -- INSULATION REQUIREMENTS - COMMERCIAL BUILDINGS

The maximum average coefficient of heat transmisson for congruction elements between
conditioned and unconditioned space for acommercid occupancy shdl be asfollows:

Commercid buildings shdl conform to the insulation requirements as set forth in Section 4.0 of
ASHRAE Standards 90-75 and the following values for components.

CONSTRUCTION ELEMENT U-VALUE R-VALUE
Walls (includes glazing and doors) .186 5.38
Ceilings and roofs .075 13.33
Floors (except dabs) .053 18.87
Glazing .650 154

Wals Insulation shdl be applied to a minimum depth 3 feet
below grade or to the basement floor, whichever isless.



Walls: Where practicable, wals shdl meet stated U-vauefor wals (except basement, cdlar and
crawl space) at exterior floor perimeter bands.

Where provisons of Section 1305 are being gpplied, dl resdentid walls (except wals of
basements, cdlars and crawl spaces) shdl have a maximum U-vaue of .135.

For interior applied insulation, it shall be gpplied to aminimum depth of three feet below grade or
to the basement floor whichever isless.

When inaulation is gpplied to the exterior Sde of foundation walls which are partly above grade,
the insulation shal have aprotective covering ingtaled as recommended by the manufacturer on the above-
grade section and the top one foot of the insulation materia below grade.

Glazing and Doors: Glazed areaother than effective south glazing shdl total no morethan fifteen
percent of the gross floor area. Additional glass area may be added as effective south glazing. The
effective south glazing area must be integrated into the design so that indoor temperatures throughout the
building can be maintained within the human comfort range a dl times. A thermd storage materid equd
to aminimum of twenty-two B.T.U. per degree Fahrenheit for each square foot of effective south glazing
ghdl absorb the heat energy from the solar input which might otherwise result in building temperature
vaidions above the human comfort range. Basement floor areashall contribute to glazed area dlowance
for basement only. All spaces around exterior framing shdl befilled with insulation.

Slab-at-grade Floors: Perimeter insulation shal be used to reducethedab heat loss. Thetherma
resstance of the insulation around the perimeter of the floor shdl have a minimum resistance of R-7 for
heated dabs and R-5 for unheated dabs. The insulation shal extend downward from the top of the dab
for aminimum distance of twenty-four inches or downward to the bottom of the dab, then horizontally
bel ow the dab for aminimum total distance of twenty-four inches. Thisappliesonly to that part of thetotal
dab which isbelow a heated space. Insulation not required for floors more than three feet below grade.

Air leakage - Windows -- Windows shdl be designed to limit air leakage into or from the
building. Air leskage rate for windows shdl not exceed 0.5 cfm per foot of sash crack when tested at a
pressure differentia of 1.576 Ib/ft., equivaent to the impact pressure of 25 mph wind.

Air leakage - Doors: All exterior doors shdl be designed to limit ar leskage into or from the
building when in a closed position.

Air leskage for manua diding glazed doors shdl not exceed 0.5 cubic feet per minutes per square
foot of door areain the closed position, when tested at a pressure differential of 1.567 1b/ft.

Compliance with the criteriafor air leakage of dl types of windows and doors shall be determined
by American Society for Testing Materias 283-73, "standards method of test for rate of air leskage
through exterior windows, curtain wals, and doors."

Fireplaces. All woodburning fireplaces and combustion air intakes for woodburning fireplaces
shdl be equipped with dampers.

Caulking and Sealants: Exterior joints around windows and door frames, between wall and
foundation, between wall and roof, between wal pandls, a penetrations of utility services through wals,
floors and roofs, and al other openings to the exterior envelope shall be caulked, gasketed, and/or
otherwise sedled in an approved manner.

Vapor Barriers: When the congruction includes any materid including insulaion that would be
damaged by moisture or its freezing, avapor barrier shdl be ingdled as near to the warm surface of the
wadlls, celing, roof, and floorsas practicable. Vapor barriers are not, however, required on ceillingswhich
have aventilated attic space abovethe calling. Thevapor barrier shal have amaximum transmission rating



of 1.0 perm or araing lower than that of dl other materids included as part of the wal, calling, roof, or
floor of which the vapor barrier is gpplied, whichever islowest.

Building Insulation: Materidsusedfor insulation shdl be of approved effectivenessand adequate
durability as established by nationaly recognized testing laboratories or agencies to assure that required
design conditions concerning heat losses are maintained. Insulation in contact with the ground shdl be of
suchatype so asnot to be adversdly affected by soil, vermin, or water. Insulation used in attic spaces shall
not block air movement fromeave ventsare used. When eave vents areingtdled, adequate baffling of the
vent opening must be provided to deflect the incoming air above the surface of the insulation.

Insulation Air Barrier: An ar barrier, which may be house wrap, drywadl, rigid sheathing or
amilar materid, is required onthe cold side of insulated walls located adjacent to attics, unhested spaces
or sky light enclosures.

SECTION 1305-BUILDING ENVELOPE ALTERNATIVE

Notwithstanding any other provisons of these standards, al building occupancies where the U-
vaue of any one component of roof, celling, wals, glazing, floor, or doors, does not meet the specific
requirements of this chapter, such U-value may be increased and the U-vaue for other components
decreased until the average U-vaue for the building envelope does not exceed the tota resulting from
conformance to the requirements of the 1993 edition of the ASHRAE Handbook of Fundamentals.
Similarly, when the average U-value for glazed areas is below 0.650, tota glazed area may be increased
such that the product of glazed area and average glazing U-value does not exceed that resulting from
conformance to the requirements of the 1993 edition of the ASHRAE Handbook of Fundamentals.

In determining the building envelope average U-vaue by the provisons of this section, dlowable
heat loss for glazing not within 15 degrees of true south shal be (fifteen percent of gross floor area) x
(0.650). Effective south glazing shal be trested as opague walls with a U-vaue of .07.

SECTION 1306 - PERFORMANCE ALTERNATIVE

Notwithstanding any other provisons of these standards, al building occupancies where the U-
vaue of any one component of roof, celing, wals, glazing, floor, or doors, and the total glazing areadoes
not meet the specific requirements of this chapter, such U-value and glazing areas may be increased
providing afull year energy andlyssis performed in sufficient technica detail to show the monthly heat gain
and heat loss from the structure indluding ventilation and infiltration to the satisfaction of the Department of
Building and Safety, or aregistered engineer or architect concurs in writing that the energy requirements
of the structure for heating and cooling does not exceed the total resulting from conformance to the
requirements of the 1993 edition of the ASHRAE Handbook of Fundamentals. (Ord. 17997 830; May
13, 2002).

20.08.310 Section 1405.4 Amended; Wood Veneers.

Section 1405.4 of the International Building Code is amended to read asfollows:

1405.4 Wood veneers. Wood veneers on exterior wals of buildings of Types|, Il, I1l, and IV
congtruction shall be not less than 1-inch (25.4 mm) nomind thickness, 0.438-inch (11.1 mm) exterior
hardboard sding or 0.375-inch (9.5 mm) exterior-type wood structural panels or particle-board and shall
conform to the following:

1. The veneer does not exceed three storiesin height, measured from grade, except where
fire-retardant-treated wood is used, the height shall not exceed four stories.



2. The veneer is atached to or furred from a non-combustible backing thet is fire-resstance
rated as required by other provisions of this code.

3. Where open or spaced wood veneers (without concealed spaces) are used, they shall not
project more than 24 inches (610 mm) from the building wall.

4, Any deteriorated or rotting veneer shdl be removed prior to ingtdling new veneer. An
approved weather barrier shal be ingtaled over the existing wood exterior veneer prior to overlaying with
anew veneer product. (Ord. 17997 831; May 13, 2002).

20.08.320 Section 1510.3 Amended; Recovering vs. Replacement.

The Section 1510.3 of the Internationa Building Code is amended to read asfollows:

1510.3 Recovering vs. replacement. New roof coverings shdl not be ingtaled without first
removing existing roof coverings where any of the following conditions occur:

1 Where the existing roof or roof covering iswater soaked or has deteriorated to the point
that the existing roof or roof covering is not adequate as a base for additiond roofing.

2. Where the exigting roof covering iswood shake, date, clay, cement or asbestos-cement
tile

3. Before gpplying new roof sheething, dl old roof covering materids shdl be removed and
the roof's original sheathing exposed. New roofing materids shdl not be ingtdled over existing rotten or
deteriorated shingles or shesthing. No more than two layers of shingles may be ingaled on a roof.
Subsequent roofing after two layers of shingles will require the removd of dl shingles to the base roof
sheathing or Structure.

Exceptions:

1 Completeand separateroofing systems, such asstanding-seam metd roof systems,
that are designed to transmit the roof loads directly to the building’ s structura system and that do
not rely on existing roofs and roof coverings for support, shal not require the remova of existing
roof coverings.

2. Metal pane, metd shingle, and concrete and clay tile roof coverings shall be
permitted to beinstaled over existing wood shake roofs when applied in accordance with Section
1510.4.

3. Up to three layers of roof covering may be dlowed if load caculations are
approved. (Ord. 17997 §832; May 13, 2002).

20.08.330 Section 1608.2 Amended; Ground Snow L oads.

1608.2 Ground snow loads. The ground snow loads to be used in determining the design snow
loads for roofs are givenin Figure 1608.2 for the contiguous United States and Table 1608.2 for Alaska.
Site-specific case studies shall be made in areas designated CS in Figure 1608.2. Ground snow |oads for
dtes a devations above the limits indicated in Figure 1608.2 and for dl steswithin the CSareasshall be
approved. Ground snow |load determination for such sites shall be based on an extreme value datistical
andyss of dataavalablein thevicinity of the Ste usng avaue with a 2-percent annud probability of being
exceeded (50-year mean recurrence interval). Snow loads are zero for Hawaii, except in mountainous
regions as approved by the building officid. Theground snow load shown in Table 1608.2 for Lincoln and
Lancaster County, Nebraska shall be 30 pounds per square foot. (Ord. 17997 833; May 13, 2002).



20.08.340 Section 1608.3.4 Amended; Rain-on-Snow Surcharge L oad.

Section 1608.3.4 of the International Building Code is amended to read asfollows:

1608.3.4 Rain-on-snow surchargeload. Roofswith adopelessthan threeinchesper foot shdl
be designed for arain-on-snow surcharge load determined in accordance with Section 7.10 of ASCE 7.
The rain-on-snow load shdl befive pounds per squarefoot for Lincoln and Lancaster County, Nebraska.
(Ord. 17997 834; May 13, 2002).

20.08.350 Section 1612 Deleted; Flood L oads.
Section 1612 of the International Building Code and al subsections thereof are hereby deleted.
(Ord. 17997 835; May 13, 2002).

20.08.360 Section 1615.1 Amended; General Procedure for Determining Maximum
Considered Earthquake and Design Spectral Response Accelerations.

Section 1615.1 of the International Building Code is amended to read asfollows:

1615.1 General procedurefor determining maximum consider ed earthquake and design
gpectral response accelerations. Ground motion accelerations, represented by  response spectraand
coefficients derived from these spectra, shall be determined in accordance with the genera procedure of
Section 1615.1 or the site-specific procedure of Section 1615.2. The site-gpecific procedure of Section
1615.2 shdl beused for structureson sitesclassified as Site ClassF, in accordance with Section 1615.1.1.

The mapped maximum cons dered earthquake spectra response acceleration at short periods, SS
, and at 1-second period, S;, shal be determined from Figures 1615(1) through (10). Where a Ste is
between contours, straight line interpolation or the vaue of the higher contour shall be used.

The SteClassshdl bedeterminedin accordancewith Section 1615.1.1. The maximum considered
earthquake spectra response accelerations at short period and 1-second period adjusted for Site class
effects, Sysad §; , shal be determined in accordance with Section 1615.1.2. The design spectra
response accelerations at short period, S5, and a 1-second period, S5, , shdl be determined in
accordance with Section 1615.1.3. The generd response spectrum shal be determined in accordancewith
Section 1615.1.4. The ground motion acceleration vaue for Figure 1615(1) for Lincoln and Lancaster
County, Nebraskais 18.0 and the value for Figure 1615(2) is 5.0.

Exception: For structures located on sites with mapped spectral response acceleration at short
period, S;, lessthan or equal to 0.15g and mapped spectral response accel eration at 1-second period, S,
lessthan or equal to 0.04g, the Site Class, maximum cons dered earthquake spectral responseaccel erations
at short period and at 1-second period adjusted for Site class effects(Sysand S1), and the design spectra
response accelerationsat short period and at 1-second period (Sysand S,,) need not be determined. Such
sructures shall be categorized as Seismic Design Category A and need only comply with the requirements
of Section 1616.4. (Ord. 17997 8§36; May 13, 2002).

20.08.370 Section 2410 Added; Window Cleaning Anchor age Systems.

Section 2410 is added to the Uniform Building Code to read asfollows:
SECTION 2410 -- WINDOW CLEANING ANCHORAGE SYSTEMS.

All buildings where window cleaning or exterior maintenance is performed employing suspended
equipment shal be equipped withroof anchorage or other approved devicesthat will providefor safe use
of the equipment in conformance with the provisons of ANS IWCA 1-14.1. Grading and landscaping



ghdl be congdered in determining the probability of suspended equipment being necessary. (Ord. 17997
837; May 13, 2002).

20.08.380 Chapters 27, 28 and 29 Deleted; Electrical, M echanical, Plumbing Systems.
Chapter 29 of the International Building Code and al sections thereof are hereby deeted. (Ord.
17997 838; May 13, 2002).

20.08.390 Section 3202.5 Added; Ornamental Facing.

Section 3202.5 of the Internationa Building Code is amended to read asfollows:

3202.5 Ornamental facing. Ornamentd facing may be attached to an exiting building provided
such building has been in existence for more than ten years. Such ornamenta facing may extend not more
than 8 inches (203 mm) beyond the ot line on any city street, sdewalk, or other public ground where such
building is so located that it cannot be refaced without such occupancy of public property; provided such
occupancy is not prohibited by state or federd regulations; and provided further such ornamentd facing
ghdl not be less than 9 feet (2743 mm) in the clear above the sdewalk, street level, or finish grade
immediately below. Ornamenta facing may beadded to existing buildings provided it not extend morethan
2 inches (52mm) beyond thelot line on the public ground to the finish grade. (Ord. 17997 839; May 13,
2002).

20.08.400 Section 3202.3.3. Deleted; Encroachments 15 Feet or More Above Grade.
Section 3202.3.3 of the International Building Code is hereby deleted. (Ord. 17997 840; May
13, 2002).

20.08.410 Section 3303 Amended; Demoalition of Buildings.

Section 3303 of the Internationd Building Code is amended to read asfollows:
SECTION 3303 -- DEMOLITION OF BUILDINGS

3303.1 Purpose. The purpose of this section isto regulate and provide minimum standards for
the demalition of buildings.

3303.2 Definition. For the purpose of this section, the word "demolish” is defined as follows:

Demolish shal mean and include the razing, tearing down, or removad of al or part of a building; the

remova of the outer facing of a building but leaving a skeleton or structurd frame; or the removd of an
upper story or gories of abuilding.

3303.3 Demoalition permit.

3303.3.1 Permit required. No person shdl demoalish or remove a building, or part
thereof, without first having obtained a permit therefor from the building officid.

3303.3.1 Applicationfor permit. To obtain ademoalition permit the gpplicant shdl first
file an gpplication therefor in writing on aform furnished by the building officid. Such gpplication shall set
forth a statement of the facts necessary to fully describe the building, its use, its legal description, and
address. Provisons shal be made by the gpplicant for the proper abandonment of al utilities as required
by this code before a demalition permit may be issued.

33034 Advisory note; safety requirements. All demalition work should be performed in
conformance with " Safety Requirements for Demoalition,” ANSI A10.6-1990 as published by American
Nationd Standards Ingtitute, Inc.



3303.5 Liability insurance. Whenever any building whichisto be demolished has been used,
or isbeing used, for any occupancy group except detached one- or two-family occupancies, the person
gpplying for the demolition permit shdl, as a part of the gpplication, be required to:

1. At al times maintain public liability insurance coveragefor dl daimsarisng out of dl work
in the City of Lincoln and within three miles of the corporate limitsthereof done by or under the supervision
of the demoalition contractor under the provisions of this code. Such insurance shal be in the form of a
commercid or comprehensve generd liability policy, or an acceptable subgtitute policy form as permitted
by the City Attorney, with a minimum combined single limit of $500,000.00 aggregate for any one
occurrence on any job for which a permit is required under this code, provided the City of Lincoln shdl
be named an additiona insured thereunder. The coverages required herein shall be subject to review and
goprova by the City Attorney for conformance with the provisons of this section.

2. At al times keep on file with the building officid a current certificate of insurance sgned
by a qudified agent of an insurance company licensed to do business in the State of Nebraska and
approved by the City Attorney for conformance with the provisions of this section evidencing the existence
of vaid and effective palicies of insurance naming the city asan additiond insured for the coverage required
by subsection 1 of this section, the limits of each policy, the policy number, the name of the insurer, the
effective date and expirationdate of each policy, the deductibles or sdf-insurance retainers of each policy,
and a copy of an endorsement placed on each policy requiring thirty days notice by mail to the building
officid before the insurer may canced the policy for any reason, and upon request of the building officid or
the City Attorney, a copy of any endorsements placed on such palicies or the declarations page of such
policies. Any termination, reduction, or lgpse of such insurance shal automatically terminate the privilege
of the demolition contractor to be issued permits under the provisions of this code, unless other insurance
meeting the requirements of this section is provided and in full force and effect a the time of such
termination or cancd lation.

Where the building officid determinesthat the proposed demoalition of abuilding involvesagresater
risk than normd, the building officid may require a certificate evidencing liability coveragein excess of the
minimum sum stated above.

3303.6 Permit fees. A feefor each demalition permit shdl be paid to the building officid as
follows

Residentia building (R-3 Occupancy) $100.00
Residential accessory building $ 25.00
All other resdentid, business or commercia building $125.00

Where work for which a permit is required by this chapter is commenced prior to obtaining said
permit, the fees above specified shdl be doubled. The payment of such double fee shdl not relieve any
person from fully complying with the requirements of this chapter in the execution of the work or from any
other pendties prescribed herein.

The gpplicant shdl apply and pay for any street use permit, any permit for parking meters which
shdl be out of use during the demoalition.

3303.7 Utility disconnection. All water and sanitary sewer services shdl be disconnected and
seded in accordance with the Lincoln Municipa Code Chapter 17.10 and said disconnects shal be
inspected and approved by the Public Works and Utilities Department.

3303.8 Completion of demalition work. All demalition work, including the removd of the
foundation, must be completed within 60 days from the date of the demolition permit issuance. Upon



completionof the demolition work, the applicant shal clean the premisesof dl debris, request aninspection
of the premises and then fill al excavations and grade the areawith top soil or other materia approved by
the building officid.

3303.9 Building official may stop demoalition. The building officid shdl havetheauthority to
stop the demoalition or remova of any building or structure or part thereof, when the same is being done
in areckless or careless manner, or in violation of the provisions of this chapter or any other ordinances
of the city. When such work is stopped by order of the building officd, it shadl not be resumed without
goprovd of the building officid.

A demalition permit may berevoked by thebuilding officid at any timeuponaviolation of theterms
thereof, or upon a violation of any provision of this chapter or any other ordinance of the city.

3303.10 Securingthe demalition site. All demalitionsites shal be secured a al times during
the demoalition process.

3303.11 Expiration. All demolition permitsshdl expireafter 30 daysfromissuance. Thebuilding
officid may alow an extension of 30 daysdueto extenuating circumstances. Demolition must be completed
in accordance with 3303.8. (Ord. 17997 841; May 13, 2002).

20.08.420 Section 3306.2 Amended; Walkways.

Section 3306.2 of the International Building Code is amended to read asfollows:

3306.2 Walkways. Protection shal be provided for pedestrianson al sdes of abuilding being
constructed or demolished that borders on a public Street or aley by providing acovered walkway 4 feet
(2219 mm) in clear width and 7 feet (2134 mm) in clear height, or asrequired by Lincoln Municipa Code
Chapter 14.29. Such wakway shdl be covered on top with 2-inch (51 mm) (nomind) planking as a
minimum, and the sides next to the building shall be covered with plywood or other materias approved by
the building officid. The sde of the wakway next to the street shdl have asplash guard at least 2 feet (610
mm) in height to protect the pedestrian from splashing caused by passing automobiles. The building officid
may aso require a raised subfloor in the walkway. The space within the walkway and the gpproaches
thereto shal bekept well lighted with artificid lighting continuoudy between sunset and sunrise. Wakways
shall be designed to be accessible in accordance with Nebraska Accessibility Guiddines. (Ord. 17997
842; May 13, 2002).

20.08.430 Section 3306.4 Amended; Construction Fences.

Section 3306.4 of the Internationa Building Code is amended to read as follows:

3306.4 Construction fences. Congruction fences shall be at least 4 feet (1219 mm) in height
and shal be securdly anchored at each end and every 15 feet (4572 mm) of length. The largest opening
in the fence shdl be such that a 6-inch (152 mm) sphere may not pass through it. The fence shdl be
erected a distance from the building equd to the height of the building or as otherwise approved by the
building officid. (Ord. 17997 8§43; May 13, 2002).

20.08.440 Table 3306.1 Amended; Protection of Pedestrians.
Section Table 3306.1 of the Internationa Building Code is amended to read as follows:



Table 3306.1
PROTECTION OF PEDESTRIANS

HEIGHT OF TYPE OF PROTECTION
CONSTRUCTION DISTANCE OF CONSTRUCTION TO LOT LINE REQUIRED
Lessthan 5 feet Construction fences
8 feet or less
5feet or more None
Lessthan 5 feet Barrier and covered walkway

5 feet or more, but not more than one-fourth the height

More than 8 feet of construction Barrier and covered walkway

5 feet or more, but between one-fourth and one-half the
height of construction Barrier

5 feet or more, but exceeding one-half the height of None
construction

For SI: 1 foot = 304.8 mm.

(Ord. 17997 §44; May 13, 2002).

20.08.450 Section 3306.7 Deleted; Covered Walkways.
Section 3306.7 of the Internationa Building Codeis hereby deleted. (Ord. 17997 845; May 13,
2002).

20.08.460 Section 3308.1 Amended; Temporary Use of Streetsand Alleys.

Section 3308.1 of the Internationa Building Code is amended to read asfollows.

3308.1 Temporary use of streets and alleys. The use of public property shdl meet the
requirementsof Lincoln Municipal Code Chapter 14.29. Whenever requested, plot plansand construction
details shdl be submitted for review by the agencies concerned.

3308.1.1 Obstructions. Construction materials and equipment shall not be placed or
stored s0 as to obstruct access to fire hydrants, standpipes, fire or police darm boxes, catch basins or
manholes, nor shal such materid or equipment be located within 20 feet (6.1 m) of a Street intersection,
or placed so asto obstruct norma observations of traffic Sgnasor to hinder the use of public trandt loading
platforms.

3308.1.2 Storage on publicproperty. Materid and equipment necessary for work to
be done under a permit shal not be placed or stored on public property except as authorized by Lincoln
Municipa Code, Chapter 14.29. (Ord. 17997 846; May 13, 2002).

20.08.470 Appendix C Adopted; Group U - Agricultural Buildings.
Appendix C of the International Building Code is hereby adopted. (Ord. 17997 847; May 13,
2002).



20.08.480 Section C101.2 Added; Special Purpose Roofs.
Section C101.2 is added to Appendix C of the Internationa Building Code to read asfollows:
C101.2 Special purpose roofs. Roofsto be used for specid purposes shal be designed for
appropriate loads as approved by the building officid. Greenhouse roof bars, purlins, and rafters shal be
designed to carry a 100-pound minimum concentrated load in addition to the live load of fifteen pound per
square foot. (Ord. 17997 §48; May 13, 2002).
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